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Traditionally Innovative

1429L Series

Max. tensile strength 1.500 N, working load up to 1.000 N, see footnotes.
Available with secondary lock

Three different drawhook types available

Style Dimensions Materials / Finish D Part No.
Spring steel Steel / zinc-plated, 3,1 [1429L02-1-1AG
drawhook CrVl-free,
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" Max. tensile strength: 450 N with 1429L8-1AG strike, working load 330 N.
2 Max. tensile strength: 300 N with 1429L8-1BP strike, working load 210 N.
3 Max. tensile strength: 1.500 N with 1429L9-1AG / -1BP strike, working load 1.000 N.
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Traditionally Innovative TenSIOn LatCh
Style Dimensions Materials / Finish D Part No.
Hooked wire Steel / zinc-plated, 3,1 |[1429L02-3-1AG
drawhook CrVli-free,
12,5 24 clear passivation
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Spring steel Steel / zinc-plated, 3,1 [1429L02-1X1AG
drawhook and 13,5 _ Crvifres,
secondary lock = 1,2 clear passivation ?
_ ° L Stainless steel @ 3,1 |1429L02-1X1BP
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" Max. tensile strength: 1.100 N with 1429L9-1AG / -1BP strike, working load 800 N.
or in conjunction with mating component profile.

2 Max. tensile strength: 450 N with 1429L8-1AG strike, working load 330 N.

3 Max. tensile strength: 300 N with 1429L8-1BP strike, working load 210 N.
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Traditionally Innovative

1429L Series

Tension Latch

Style Dimensions Materials / Finish D Part No.
Wire drawhook Steel / zinc-plated, 3,1 [1429L02-2X1AG
and 13,5 max. CrVI-free,
clear passivation
secondary lock »
F° Stainless steel " 3,1 [1429L02-2X1BP
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Hooked wire Steel / zinc-plated, 3,1 [1429L02-3X1AG
drawhook and 13.5 max. Crvi-free,
: clear passivation ?
secondary lock
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) Max. tensile strength: max. 1.500 N with 1429L9-1AG / -1BP strike, working load 1.000 N.
2 Max. tensile strength: max. 1.100 N with 1429L9-1AG / -BP strike, working load 800 N.
or in conjunction with mating component profile.
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1429L Series
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Traditionally Innovative Stl’l keS
Style Dimensions Materials / Finish D Part No.
For use with Steel / zinc-plated, 3,1 1429L8-1AG
spring steel Cer"free, at
drawhook clear passivation
24,5
r‘—’m—ax—"‘ Stainless steel 3,1 1429L8-1BP
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For use with Steel / zinc-plated, 3,1 1429L9-1AG
wire drawhook CrVi-free,
clear passivation
| | Stainless steel 3.1 1429L9-1BP
M
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m,,, 1429L Series

Traditionally Innovative Installation Instructions

Dimensions

Spring steel drawhook tension latch / strike

\\ m 1429L.02-1-*
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Wire drawhook tension latch / strike
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Hooked wire drawhook tension latch / mating component profile

|
\|\ 1429L02-3-*

= (1429L.9-*)

2201 42min

Release April 2020 ™ HOWMET

E-5
LILJ AEROSPACE





