CEIEEN - . smea+  VASL Series

Traditionally Innovative aad badd

Max. tensile strength 6.000 N, working load max. 4.200 N, see footnotes.
Adjustable drawhook
Available with secondary lock, hasp and lift spring

. . . .. Mounti
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" Mounting type: N = With hole for riveting or screw fixing
S = Without holes, for welding
2 Max. tensile strength: 6.000 N with VV18L13-1-1AP strike, working load 4.200 N.
3 Max. tensile strength: 4.600 N with V18L13-1-*BP or 1449L07-1BP strike, working load 3.100 N.
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V18L Series

M’II Tension Latch

Traditionally Innovative

. . . . Mounti
Style Dimensions Materials / Finish 'I?;g;?? D Part No.
Hasp Steel / zinc-plated, N 5,1 | V18L01-1Y1AGV
max.29 |, _max. 45 CrVi-free,
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Accessories
Mounti
Dimensions Materials / Finish | "119 D Part No.
Type"
Lift spring Stainless steel N 5,1 V18L45-1BP
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For footnotes refer to page H-1.
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|Camloc| |}

Traditionally Innovative

V18L Series
Strikes

Style Dimensions

Materials /
Finish

Mounting

Type"

D Part No.

Open

)

H vilita O

Steel / zinc-
plated,
iridescent
passivated
and sealed

Steel / zinc-
plated,
iridescent
passivated
and sealed

Stainless
steel

Stainless
steel

22

19

22

N

51 | V18L13-1-1AGV

51 | V18L13-1-3AGV

5,1 V18L13-1-1BP

- V18L13-1-2BP

Closed

8 £05 43

|32,5

23

Stainless
steel

5,0 1449L07-1BP

For footnotes refer to page H-1.
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m,,, V18L Series

Traditionally Innovative Installation Instructions
Dimensions
Tension latch / open strike
V18L01-*
' | V18L13-*
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(135,5)
(Dimension for weld mounting)
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Tension latch / closed strike
V18L01-*
! | 1449L07-*
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(Dimension for weld mounting)
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