Camioc | P V96L Series

Traditionally Innovative

Max. tensile strength 1.000 N, working load 650 N.
Handle conceals all interior parts and strike
Self-compensating spring steel drawhook

Low profile
Style Dimensions Materials / Finish D Part No.
Self-compensating Steel / zinc-plated, 2,5 | VO6L01-1-1A0
spring steel CrVi-free,
drawhook max. 23,1 clear passivation 3,2 | VO6L01-1-2A0
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N S Steel / chrome-plated 2,5 | V96L01-1-1AG
3 Interior parts:
ﬁ ! o Steel / zinc-plated, 3,2 | VO6L01-1-2AG
S CrVl-free,
3 clear passivation
\%A -
max. 11,4 5,8 0.1
Strike
Style Dimensions Materials / Finish D Part No.
Steel / zinc-plated, 2,5 | VO96H01-1-1A0
CrVl-free,
clear passivation 3,2 [ V96H01-1-2A0
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Traditionally Innovative

VI6L Series
Installation Instructions

Dimensions

F
[N]‘
160
120 /J v
80 ////
40 l//
i
25 26 27

6L01-1-1AG

L

[mm]

_ @)

|
) 5

@D~

.
J

. .
12,7 10,1T
1

5,8 10,1

* @ D see selected version.

D-2

™ HOWMET
L) AEROSPACE

Release April 2020





